
Vapour Iris van Daalen & Ruben Thier, 2018

2700K | CRI 90
Dimming* | phase cut

Horizontal 2 x 7.5W | 1000lm
Vertical 7.5W | 500lm

Indoor IP20 

LED fixture: PMMA, aluminium
Ceiling rose: powdercoated steel
Sleeve: PET, aluminium

Heat sinks available in black and brass. Optional sleeve available
in transparent sleeve with brass or black holders or black sleeve
with black holders. 

LED FIXTURE
Horizontal black  3m 20VAPOUR0030H40
Horizontal brass  3m 20VAPOUR0030H51
Vertical black  3m 20VAPOUR0030V40
Vertical brass  3m 20VAPOUR0030V51

Horizontal black  6m 20VAPOUR0060H40
Horizontal brass  6m 20VAPOUR0060H51
Vertical  black  6m  20VAPOUR0060V40
Vertical brass  6m 20VAPOUR0060V51

Canopy 3 White RAL9016  20PLAF030000001
Canopy 3 Black RAL9005  20PLAF030000040
Canopy 5 White RAL 9016  20PLAF050000001
Canopy 5 Black RAL 9005  20PLAF050000040

SLEEVE
Transparent with brass holders 20VAPOUR000TRGO
Transparent with black holders 20VAPOUR000TRZW
Black with black holders 20VAPOUR000ZWZW

*Dali dim on request
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